
FATRASTEP
Tiles

•    Quick assembly – tool-free installation saves time and effort.

•    Flexible use – easy to disassemble and reinstall as needed.

•    Long service life – resistant to UV radiation, temperature changes, and heavy loads.

•    Easy maintenance – simple cleaning with common cleaning agents.

•    Efficient logistics – compact packaging optimized for storage and transport.



300 x 300 mm

FATRASTEP

DESCRIPTION

Multifunctional injection moulded plastic tiles with locking system designed for seasonal outdoor use.

TECHNICAL INFORMATION

•	 Material	 polypropylene

•	 Tile dimension 	 300 x 300 mm

•	 Tile thickness 	 13 mm (Grineris 17 mm)

•	 Weight	 3.50 kg/m2

•	 Crush strength 	 5 MPa

•	 Resistance
	 to temperature	 -30 °C to +70 °C

•	 Package 	 2.8 kg (Grineris 4.5 kg)

Lineris - Wood Grineris - Grass

Stoneris - Stone / BlackStoneris - Stone / GreySlateris - Slate

FINISH



FATRASTEP

APPLICATIONS

•	 Terraces, balconies, pergolas, gazebos

•	 Pool and wellness areas

•	 Hotels, campsites, sports and recreation areas

•	 Temporary outdoor areas and seasonal installations
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LAYING INSTRUCTIONS

•	 The tiles shall be laid loosely on a flat substrate using a locking system – the individual tiles are simply  
	 mechanically connected using locks and counter-locks.

MAINTENANCE

•	  Ordinary cleaning methods can be used – mechanical cleaning; water and detergent.

30 x 30 cm, 9-pack 9x = 0.81 m2 = 2.8 kg (Grineris 4.5 kg)


